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中译英：
本发明公开了一种凹印版，该凹印版由凹印版金属基材以及镀膜层构成，其特征在于，所述镀膜层包括位于所述金属基材上部的至少两层由金属层和金属碳化物或氮化物层交替构成的基础镀膜层，以及位于所述基础镀膜层上部的具有亲水性能的表面镀膜层。其中，所述基础镀膜层的金属为Cr或Ti。 本发明还进一步公开了制备上述凹印版的真空沉积制备工艺，以及制造上述凹印版的镀膜装置。与传统电镀工艺相比，采用真空沉积法制备印版表面的铬层可解决电镀工艺存在的环保问题；此外，该凹印版具有多个镀膜层且光洁度很高，具有良好的耐磨性和耐印量，且能节省油墨用量。
1．一种凹印版，由凹印版金属基材以及镀膜层构成，其特征在于，所述镀膜层包括位于
所述金属基材上部的至少两层由金属层和金属碳化物或氮化物层交替构成的基础镀膜层，
以及位于所述基础镀膜层上部的至少包含TiO2层的具有亲水性能的表面镀膜层；所述表面
镀膜层是通过采用反应溅射和射频溅射结合的方法镀制到凹印版的所述基础镀膜层上。
英译中

In US patent 6,283,683 to Toti, a spring drive system for window covers is disclosed which includes a so-called flat spring drive and the combination whose elements are selected from a group which includes (1) a band transmission which provides varying ratio power transfer as the cover is opened and closed; (2) a gear system selected from various gear sets which provide frictional holding force and fixed power transfer ratios; and (3) a gear transmission which provides fixed ratio power transfer as the cover is opened or closed.
Assembly steps include inserting balls into the spring retaining structure, inserting the spear structure into the spring retaining structure, inserting a dowel into the spear structure, positioning a spring around the dowel, and inserting one end of such spring between portions of the spring retaining structure, which uniquely capture and retain the end without other securement, for torsional winding of the spring.
The term “connectable” means “capable of being connected” and describes a structure or combination of structures that provide the ability, when combined, to result in joining together, at least temporarily, two or more separate structures.
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